
Fujitsu, the Fujitsu logo, and STYLISTIC are registered trademarks of 
Fujitsu Ltd. in the United States and other countries. Sierra, AirCard, 
and Watcher are trademarks or registered trademarks of Sierra Wireless, 
Inc. in the United States and other countries. All other trademarks men-
tioned herein are the property of their respective owners.

 

B6FH-A267-01EN-00

Congratulations on your purchase of a Fujitsu STYLISTIC® Q550 Slate PC in Wireless Wide Area Network (WWAN) or 
WWAN-ready configuration. These instructions apply only to AT&T users.

Obtaining and installing a SIM card (AT&T users only)
To obtain a SIM card, you will need to contact your WWAN account representative or your local provider.

To install the SIM card in your Slate PC, perform the following steps carefully:

1. Verify that your system is powered down, unplug any connected power adapter, and remove the battery.

2. Locate the SIM Card slot inside of the battery compartment (near the left side) as indicated in Figure 1.

3. Orient the SIM card as indicated in Figure 1 with the diagonal at the left front, and push it into the SIM card slot 
until flush with the slot edge. When correctly installed, the SIM card latch will secure the card (Figure 2). 

4. Re-install the battery.
5. Apply power to your system.
6. Verify that the WLAN/Bluetooth/WWAN switch is in ON position. 
7. To remove the SIM card, push the card in slightly to unlock it. The SIM card latch will unlock and the card will pop 

out of the slot slightly, allowing you to remove it.

After installing the SIM card, refer to the AT&T activation flier to connect to AT&T. If the flier is not readily available, you 
can download one from:

http://solutions.us.fujitsu.com/www/content/support/mobile/wwan 
Once the activation request is initiated, activation should occur within 10 minutes, but under some circumstances the 
process could take up to 48 hours.

NOTE: The available Cellular signal strength will vary from location to location. Buildings, natural obstacles such as 
mountains, and tower locations play a large part in the performance. Your system is designed to achieve the maximum 
signal strength available in notebook mode, since the antennas are located at the top of the display housing. If your 
signal strength seems weak or the performance seems slower in tablet mode, convert to notebook mode and try again.

Obtaining and Installing a SIM Card

Figure 1. SIM slot location Figure 2. SIM card installed

THE GPS OPTION IN SIERRA WIRELESS AIRCARD® WATCHER™ ONLY PROVIDES COORDINATES. A GPS 
APPLICATION (COMPATIBLE WITH NMEA V3.1 OR LATER) MUST BE PURCHASED SEPARATELY.
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